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It doesn't mean left or right, but depends on the stitch angle.
Texture: Side to left for a rough texture, or right for a smoother texture.
Span: Side to left for a narrower textured range, or right for a wider one.
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Draw a satin stitch circle, remove underlay and resize to
75mmx75mm.

Select the circle and open the object properties box.
Change the satin width to 30mm and the spacing to
manual and 2mm. Also select satin special.

Open ‘Effects’ and select ‘Textured Edge’. Tick textured
edge box and move texture slider to ‘rough’ and ‘span’
to wide. Click Ok.
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Duplicate the circle, change colour and resize it to
85mm x85mm.

Open object properties and change satin width to
30mm and spacing to 2.5mm. Rotate this circle 45 mm
or until you like the appearance relative to the first
circle.

Duplicate the second circle, change colour and resize it
to 70mm x70mm.

Open object properties and change satin width to
30mm and spacing to 1.8mm. Rotate this circle 45 mm
or until you like the appearance relative to the previous
circles.

Duplicate the third circle, change colour and resize it to
50mm x50mm.

Open object properties and change satin width to
30mm and spacing to 2.2mm. Rotate this circle 45 mm
or until you like the appearance relative to the previous
circles.
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Remember to check that each layer has no underlay and
just experiment with the settings until you get the effect
that works for you and the fabric that you wish to
embroider on. The spacing is different for each layer
simply so that the lines of stitching do not all lay one on
top of the other. For a fine fabric | opened the settings
even more. Enjoy playing!!

To create the centre, using the eclipse tool create a
circle 15mm x15mm in a satin fill. r and resize it to
25mm x25mm. Remove underlay.

Open object properties and change satin spacing to
manual 1mm and select satin special. Open ‘Effects’ and
go to ‘star and wave fill. Select star fill and adjust hole
size to 2mm. Go to ‘Textured Edge’ change the textured
edge to just the outer edge but leave the setting at
rough and wide. Rotate this circle 45 mm or until you
like the appearance relative to the previous circles.

If you are confident with adjusting start and end points
adjust these to avoid any lines of stitching underneath.



